
Easily control your comfort

Wall Switch  
Remote Control WRCPF-KIT

Convenient wall switch puts you in control, allowing you to 
adjust your comfort settings from an easily accessible wall 
switch, allowing you to conveniently turning your fireplace 
on/off or set the temperature.  LCD screen displays room 
and set temperature.
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Range
Radio frequency operation provides 
a range of 50 feet (15m) through 
walls, doors, etc.

Connection
Operates on battery power or with 
hard-wire low voltage connection.

Display
Choice of celsius or fahrenheit 
display.

Temperature
Displays current room temperature 
as well as the set temperature.

Faceplate
Designed to fit Decora faceplates*, 
not supplied.

Model # Description Lbs / Kg Wty.† UPC Carton Dimensions (WxHxD) Cube

Inches cm ft3 m3

WRCPF-KIT Wall Switch Remote Control 1.5 / 0.7 2 yr. 781052 056787 6-3/8 x 5-1/2 x 3-1/4 16-1/4 x 14-1/8 x 8-1/8 n/a n/a

Wall Switch  
Remote Control WRCPF-KIT

*The RF Wall Switch Remote Control 
is made to fit standard Decora style 
faceplates, available at hardware 
stores. Due to material inconsistencies 
of individual faceplates, it may be 
necessary to remove the faceplate for 
operations such as changing batteries.

Compatible Fireboxes
Controls flame on/off, thermostat 
and Purefire™ setting (if applicable) 
for BF33STP, BF33DXP, BF39STP, 
BF39DXP, BF45DXP, BFSL33, BLF34, 
BLF50, BLF74, DF3033ST, DFG3033BLK 
(includes sender and receiver).
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SCREW LOCATIONS

SCREW, STEEL, ZINC PLATED
COUNTERSUNK HEAD, MACHINE 

2X #6-32 X 7/8", SLOTTED, FLAT

CONTROLLER LOCKING

LOCKING
SCREW
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HEAT OFF
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